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User Friendly

- Easy installation and O&M
- Type 2 cable or socket
- Wall-mount or Pole-mount installation

Superior adaptability

- Support OCPP 1.6 J communication
- Multiple flexible start methods

Safe and reliable

- Type III AC SPD
- Integrated with RCD-A and 6mA DC RCD
- IP65 protection for outdoor and indoor installation**

*Smart meter is ordered separately,Please contact Well Energy for more information.

** Only CGE AC7.0S~22.0S is supported.

Smart Control

- Dynamic load control with Smart meter*
- Integration with TNK ESS to enjoy green energy
- Flexible networking solutions with multiple

communication methods



Specifications

Model CGE AS7.0S CGE AC7.0S CGE AS11.0S CGE AC11.0S CGE AS22.0S CGE AC22.0S

AC Input

Rated voltage (V AC) 220/230/240 380/400/415

Power Supply 1P+N+PE 3P+N+PE

Rated current (A) 32 16 32

Main frequency (Hz) 50/60

AC Output

Rated Power(kW) 7 11 22

Rated voltage (V AC) 220/230/240 380/400/415

Rated current (A) 32 16 32

Protection

RCD 30mA TYPE A+6mA DC

Electrical Protection Over current protection、Residual current protection、Surge protection、Over/Under voltage protection、
Over/Under frequency protection、Over/Under temperature protection、Neutral-grounding resistor monitoring

Grid configurations TT/TN

Surge protection Type III

Impact resistance IK08

User interface & Communication

Display LED Indicator/APP

Charging socket Type 2 Socket 6m  Type 2 Cable Type 2 Socket 6m  Type 2 Cable Type 2 Socket 6m  Type 2 Cable

Communication WIFI ,Bluetooth,LAN,4G(Optional),RS485

Communication protocol OCPP 1.6 J

General Data

Ambient temperature 
(˚C) -30 ~ +50

Humidity (%) 5%~ 95%

Altitude(m) 0 ~ 2000

Cooling method Natural cooling

Installation Indoors and outdoors

Mounting Method Wall-mout / Pole-mount(Optional)

Type of installation Suspended upright

Ingress Protection Rating IP54 IP65 IP54 IP65 IP54 IP65

Standby Power (W) ≤5

Charging modes Standard Mode、ECO Mode、Next Trip Mode

Start Mode Plug to Charge/RFID Card/App

RFID Reader Mifare ISO / IEC 14443A

AC cable specification Cross-section 6 mm² * 3 Cross-section2.5mm² *5 Cross-section6mm² *5

Dimensions (H×W×D) 
(mm) 365*225*156

Weight (kg) 2 4.6 2 4.6 2 4.6

Certification Standards EN 61851-1:2019、EN60335-1、IEC62955、EN301 489-1/2/3/17/ EN300328 V2.2.2 EN300 330V2.1.1 EN61000-6-2/4


